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MOLL M3 plus K2 double lid - main features at a glance
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original MegaGrid Nano Carbon long . high vibration ideal many electrical
equipment Technology Technology cycle lifetime cold cranking resistance spill-proofness consumers

quality performance
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MOLL double lid in OE quality. Customer benefits of the MOLL M3 plus double lid
The special K2 double lid was developed according to the = for vehicles of the latest generation without start|stop system
strict requirements of the automotive industry in order to = absolutely maintenance-free
safeguard highest spill-proofness: more safety along with = longer shelf life due to Ca/Ca Technology
increasing convenience and high performance. = electrolyte level indicator (ELI) according to OE requirements

= universal installation due to removable base hold-downs

= terminal covers safeguard protection against contact and

short-circuit-proofness

integral twofold
flashback protection

labyrinth-design to warrant safe return
flow of acid and aerosols into the cell

precipitation of aerosols
at vapour traps of the
electrolyte level indicator (ELI) special vent plugs labyrinth

with double gaskets

53624/46, 54316, 54459, 54465,

83050 24230, 830AD e 2 « BB 0 1 50 420 207 175 175

83060 55046/48, 55559, 55566, 56225+ 2 s+ B13 0 1 60 550 242 175 175

83062 SooD 96020, 56111, 56219, e 2 + BB 0 1 62 600 242 175 190

83071 20318,96420,56530/35, 56638, ', 5 .+ B1Z 0 f 71 620 278 175 175

83075 56638, 57082, 57220, 57412 « 2 .« BB 0 1 75 680 278 175 190

83085 58042, 58045, 58090, 58211, e 2 + BB 0 1 85 710 315 175 190
58214

83091 58515, 58827/32, 59218/22 e 2 « BB 0 1 91 800 33 175 175
58827, 59218/22, 59531, 60038,

83100 So0as. sa00e e 2 « BB 0 1 100 850 353 175 190

83110 61042, 61058 « 2 + B3 0 1 110 900 394 175 190

All information according to EN 50342 (2009)
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